Tehnicki podaci

TUS 1 (bez paralelograma)/(without parallel guidance) TUS1 TUS1-P

Technical data

TUS 1P (sa paralelogramom)/(with parallel guidance)

Masa podizanja kod 185 bar
Lift capacity at 185 bar

Masa podizanja u to¢ci kop&anja N1
radnog tijela DOLJE —1{ 800 800
Lift capacity from pivot point DOWN kg
Masa podizanja na paleti sa paletnim | p,
vilicama mase 150 kg DOLJE
Lift capacity on pallete with pallet kg
forks mass 150 kg DOWN

Masa podizanja u tocci kop¢anja N2
radnog tijela GORE
Lift capacity from pivot point UP kg
Masa podizanja na paleti sa paletnim
vilicama mase 150 kg GORE P2
Lift capacity on pallete with pallet
forks mass 150 kg UP kg

Traktori snage do 50 KS (vocarski traktori)
Tractors up to 50 HP (fruit orchard tractors)

700 700

650 650

585 585

Max. snaga zatvaranja pri rubu korpe

Bucket edge breakout capacity 1400 1400

Max. lift height

Masa utovarivaca bez radnog tijela i
sa osnovnim paketom opreme (moze
varirati zavisno od opreme)
Frontloader mass without working
body and with basic equipment
(mass can vary depending on kg
equipment)

R
[ kg |

Visina podizanja H
| m |

G

340 350

Tehnicki podaci

TUS 2 (bez paralelograma)/(without parallel guidance) TUS2 TUS2-P

Technical data

TUS 2P (sa paralelogramom)/(with parallel guidance) Masa podizanja kod 185 bar

Lift capacity at 185 bar

Traktori snage od 50 KS do 105 KS / tractors from 50 HP to 105 HP Masa podizanja u togci kop&anja N
radnog tijela DOLJE

Traktori sa etverocilindriénim motorima sa ili bez turbine / tractors with Lift capacity from pivot point DOWN | Kg

four-cylinder motors, with or without turbine Masa podizanja na paleti sa paletnim | p,
vilicama mase 150 kg DOLJE
Lift capacity on pallete with pallet kg
forks mass 150 kg DOWN

Masa podizanja u tocci kop¢anja N2
radnog tijela GORE — 1500 1500
Lift capacity from pivot point UP kg
Masa podizanja na paleti sa paletnim P,
vilicama mase 150 kg GORE

Lift capacity on pallete with pallet 1300 1300
forks mass 150 kg UP

1800 1800

1600 1600

Max. snaga zatvaranja pri rubu korpe

Bucket edge breakout capacity 2050 2050

Max. lift height

Masa utovariva¢a bez radnog tijela i
sa osnovnim paketom opreme (moze
varirati zavisno od opreme)
Frontloader mass without working
body and with basic equipment
(mass can vary depending on
equipment)

kg
R
kg
Visina podizanja H
m 3.5 3.5
G
L= | 510 510
kg

Tehnicki podaci

TUS 3 (bez paralelograma)/(without parallel guidance) TUS3 TUS3-P

Technical data

TUS 3P (sa paralelogramom)/(with parallel guidance) Masa podizanja kod 185 bar

Lift capacity at 185 bar

Masa podizanja u tocci kop&anja N1 2100 2100
: radnog tijela DOLJE —

Traktori snage od 90 KS do 140 KS Lift capacity from pivot point DOWN | kg

/ tractors from 90 HP to 140 HP Masa podizanja na paleti sa paletnim

vilicama mase 150 kg DOLJE

Lift capacity on pallete with pallet kg

forks mass 150 kg DOWN

Masa podizanja u to¢ci kop&anja N2

radnog tijela GORE

Lift capacity from pivot point UP kg

Masa podizanja na paleti sa paletnim

vilicama mase 150 kg GORE P2

Lift capacity on pallete with pallet

forks mass 150 kg UP kg

1800 1800

1725 1725

1500 1500

Max. snaga zatvaranja pri rubu korpe

Bucket edge breakout capacity 2200 2200

Max. lift height

Masa utovarivaca bez radnog tijela i
sa osnovnim paketom opreme (moze
> = varirati zavisno od opreme)
Frontloader mass without working || 580 580
body and with basic equipment
(mass can vary depending on kg
equipment)
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